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Customers like you choose a Greatwud Door over a wooden or flush-door,

Sustainability is at our core.

as a result every year thousands of trees are saved.

* “www.greatwud.com
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ofir doors. your way.

Love how you live with doors that takes the hassle out of door ownership. Greatwud
doors offers you all the benefits of wood doors without the drawbacks. Aesthetics
that mimic wood with durability that far outperform that of other door products.
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TERMITE-PROOF 100% WATERPROOF TOUGH & WELL ECO-FRIENDLY UV RESISTANT FIRE-RETARDANT
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CARPENTER FRIENDLY WEATHER-RESISTANT NO SHRINKING HIGH LOAD- ACID/ALKALI
BEARING STRENGTH RESISTANT

& EASY TO MAINTAIN
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Take the guesswork out of your door budget. Check out the chart below and see how Greatwud
can save you money and effort in the long run.

14000
I Initial Project Cost
B Maintenance over 25years
10000
e 7500
a
¢ 5000
2500

S

Wooden Door Flush Door WPC Door

The total cost of installing and maintaining your door over 25 years
is up to 40% less when you choose a Greatwud Door.

4 www.greatwud.com
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WPC Doors

Choose your door Density

Choose your door Thickness

Choose your door Finish

Measure your Opening size

Get to our dealer and place an order
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Higher the density, better will be the product. The screw holding

capacity & strength all depend on density of WPC material.

Greatwud doors comes with two density options to choose from.
A) 500 series comes with .50grams/cm3 ( 500kg/m3)

B) 550 series comes with .55grams/cm3 ( 550kg/m3)
C) 600 series comes with .60grams/cm3 ( 600kg/m3)
D) 750 series comes with .75grams/cm3 ( 750kg/m3)

www.greatwud.com
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Door thickness is an important consideration.

Based on the interior or exterior needs of your project choose

the door thickness 25mm, 28mm, 30mm,35mm or higher.

WPC Doors




FINISH ﬁ

Choose from our five finish types.

Laminated

Raw
Raw & Routed
Painted

Laminated doors are available in two options:
OSL: One side lamination

BSL: Both side lamination

www.greatwud.com




MEASURE THE OPENING SIZE
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Door Sizes Available :
WIDTH: 27, 30, 33, 36, 39 INCH

HEIGHT: 78, 81, 84 INCH

Custom sizes available on minimum order quantity.




TECHNICAL SPECIFICATIONS
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PARAMETER
Density
Hardness
Water Absorption
Tensile Strength
Elongation at Break
Dielectric Strength
Vicat Softening Temparature
Coefficient of Linear Expansion
Thermal Conductivity
Moisture Content
Twist, Cupping &warping
Shock resistance
Misuse of shutter
Adverse weather effect
Screw holding capacity
Nail holding strength
Microorganism effect
Specific gravity
Fire Retardancy

Tolorence

VALUE
0.50-0.75
48
0.45-0.95
15
15
9
85
0.08
0.5-0.07
0

1

uom
gram/cm3
Shore 'D
%
Mpa
Mpa
KV/cm
°C
mm/me°C
W/mK
%

%

No visible damage after 50 blows of 5 kg

No permanent deformation after the test

No change in dimension

>200 Kg
>100 Kg
No damage

0.66

Self Extinguishable

Length +/-10mm.

w.greatwud.com
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APPLICATION

WPC Doors




Your door. Your way.

Raw & Routed

collection

Real striking - that is the milling on
the Routed door model.

www.greatwud.com




RAW & ROUTED DOORS

MARS-101 MARS-102 MARS-103 MARS-104
MARS-105 MARS-106 MARS-107 MARS-108

MARS-109 MARS-110 MARS-111 MARS-112

WPC Doors 13
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MARS-113

MARS-117

MARS-121

WPC Doors

MARS-114

MARS-118
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MARS-122
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MARS-119

MARS-123

MARS-116
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MARS-120
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MARS-124
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RAW & ROUTED DOORS
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MARS-125 MARS-126 MARS-127

MARS-129 MARS-130 MARS-131

MARS-133 MARS-134 MARS-135

WPC Doors

MARS-136

17



Your door. Your way.

L aminated
collection




EARTH-101 EARTH-102 EARTH-103 EARTH-104

EARTH-105 EARTH-106 EARTH-107 EARTH-108

EARTH-109 EARTH-110 EARTH-111 EARTH-112

WPC Doors 19



ENGINEERING POSSIBILITIES.

GREATWUD - The better wood. Distributed By:
A unit of Wallme Contech India Pvt Ltd.
32/1 Kalena Agrahara,

Bannerghatta Road, Bangalore-76.
Email: sales@greatwud.com
www.greatwud.com

© Greatwud. Greatwud reserves the right to change product specifications without notice. Please visit our website at greatwud.com
for current information. All rights reserved.



