


AN EVOLUTION IN BUILDING MATERIAL

Wood plastic composite (WPC) is created from a unique
blend of natural wood fiber and plastics.

Rice husk is combined with thermoplastics to form WPC. Popular
thermoplastic resins for WPC are PVC (polyvinyl chloride) and
PE(polyethlene), for applications like Door Frames and Doors,
PVC is used for WPC manufacturing.

LOWER COST OF OWNERSHIP

Unlike wood, Greatwud’s composite doors, frames, boards,
Cladding, Flooring, Railing, pergola, decks, ceiling, and Designer
Jali are 100% water proof and termite resistant saving cost of
termite treatments and reconstructions.

READY TO FIX

WPC materials are pre-finished and ready to install at any stage
of construction saving time.




BRING HOME THE BENEFITS

Our durable Door and Window Frames are 100% Termite-proof, 100% water-proof
and, yes, greenest material for your doorways.

Benefits
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WEATHER-RESISTANT NO SHRINKING
& EASY TO MAINTAIN

CARPENTER FRIENDLY

HIGH LOAD- ACID/ALKALI
BEARING STRENGTH RESISTANT
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TECHNICAL SPECIFICATIONS
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PARAMETER
Density
Hardness
Water Absorption
Tensile Strength
Elongation at Break
Dielectric Strength
Vicat Softening Temparature
Coefficient of Linear Expansion
Thermal Conductivity
Moisture Content
Twist, Cupping &warping
Shock resistance
Misuse of shutter
Adverse weather effect
Screw holding capacity
Nail holding strength
Microorganism effect
Specific gravity
Fire Retardancy

Tolorence

VALUE
0.9-1.1
48
0.45-0.95
15
15
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0.08
0.5-0.07
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No visible damage after 50 blows of 5 kg

No permanent deformation after the test

No change in dimension

>200 Kg
>100 Kg
No damage

0.66

Self Extinguishable

Length +/-10mm.
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WPC Door-Frames

Choose your Frame Section

Choose your Frame Finish

Measure your Opening size

Get to our dealer and place an order




FRAME SECTIONS

REBATE
32mm

£ DOOR STOP
S HEIGHT

www.greatwud.com




Frames are available in Raw finish , painted gloss, painted matte
(in any colour) and laminated finish.

Raw Painted Laminated

Walnut Teak Wenge Pine

WPC Door-Frames




APPLICATION
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Bedroom Door Frames

S e T i e

Main Door Frames
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GREATWUD VS. THE COMPETITION

Designed with incredible durability and easy maintenance, there’s no
compromising with high-performance WPC Door Frames.

We've paired Greatwud against other types of Frames for a head-to-head
comparison that proves Greatwud Frames, outlasts and outperforms the rest.
Go ahead and see which frame material is best for you!

FEATURE GREATWUD WOQOD
Water Proof
Termite Proof

Fire Retardant
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Boiling Water Proof Life Long For Lesser Time
No Shrinking or Swelling
Maintenance Free
Sawing & Cutting
Painting

Polishing
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Forest Friendly

Greatwud Frames are better than
Teak, Sal or any other wooden frames.
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WPC ARCHITRAVES
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architrave

Rounded Edge with Groove 64x12mm

Square Edge with Groove 64x12mm L Architrave 66x27mm

WPC Door-Frames




GREATWUD - The better wood.

A unit of Wallme Contech India Pvt Ltd.
32/1 Kalena Agrahara,

Bannerghatta Road, Bangalore-76.
Email: sales@greatwud.com
www.greatwud.com

© Greatwud. Greatwud reserves the right to change product specifications without notice. Please visit our website at greatwud.com
for current information. All rights reserved.




